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Small, Lightweight and Simple-to-Use

In today’s competitive business environment,
maximizing productivity is critical to success.
That’s why employees must be connected...the
Motorola VL50 makes it easy and affordable!

The VL50 Kit Includes:

• VL50™ Two-way Radio
• Radio Carry Holster
• Drop-in Radio and Battery Charger
• Rechargeable Lithium-ion Battery
• AAA Battery Tray

Radius VL50TM

Value Line Series 
Two-Way Radio

For competitive 
coordinators trying to 
maximize productivity.

Great Reasons...

Smart

Increase customer service and satisfaction by connecting your staff.

Cost Effective

Helps maximize job shift productivity with immediate communication.

Simple 

Easy for staff to use, 1-to-1 or group communication at the touch of a

button, great for high employee turnover industries

Safe and Secure 

Enhance your team’s coordination and response time when a distur-

bance, accident or emergency occurs.

Built for Business Use 

Built to withstand everyday wear and tear featuring 56 business exclusive

frequencies.

FCC License Required: VL Series™ Business two-way radios operate on

radio frequencies regulated by the Federal Communications Commission

(FCC). In order to transmit on these frequencies, you are required to have

a license issued by the FCC. 

For questions regarding FCC license contact the FCC at: 

1-888-CALL-FCC, 1-888-225-5322 or visit http://www.fcc.gov

Event Coordination 
You can stay in touch with the trade show setup
crew while finalizing luncheon arrangements
with the caterer. The entertainment group or
speakers can be cued from the greenroom for
flawless timing. Plus, audio visual support staff
can be summoned at a moment’s notice for
setup and tear down or to run a replacement
adapter cable for the multi-media presentation in
the Ballroom. Anything that must be done to
keep the presentation flowing smoothly can be
accomplished more quickly when communica-
tion is as easy as the push of a button.

Customize the VL50 with acces-

sories to help improve event coor-

dination response time.

Event planners can stay in touch

with all services with the VL50

while the light crew can be sepa-

rate by channel. It’s perfect for

event planners, coordinators and

speakers. Save the AV technicians,

loading crew and security team

steps. Give the food, catering and

entertainment staff more time for

good service. 

,  



RADIUS VL50TM Customize Your VL50 Radio with
Motorola Original® Accessories

VL50™ Product Features

• 1 Watt of Power

• Up to 8 Channels

• 56 Frequencies

Combine the 56 exclusive UHF business frequencies with 121 

Eliminator Codes for many unique transmit options.

• 121 Interference Eliminator Codes

83 digital and 38 analog.

• Extra Large Push-to-Talk Button

Helps you find the transmit button...fast

• Keypad Lock

Helps prevent accidental changes to settings, limiting downtime.

• Call Tones/VibraCall® Alert*

Choice of 7 selectable Call Tones or a VibraCall vibration alerts 

signify incoming transmissions.

• Drop-in Charging Capability

Keeps VL50 radios centrally located and charged.

• Long Lasting Battery Life

Rechargeable Li-ion provides up to 12 hours of battery life.

• AAA Battery Tray Included

A great option that allows use of AAA batteries.

• LCD Display

• Battery Gauge

• Cloning Capable

Quickly copy the settings from radio to radio with the use of a 

CCS Station (Cloning, Charging, Storage).

• Dual Pin Accessory Connector

• 1 Year Replacement Warranty

The VL Series™ of business two-way radios can help 
you get even more done when you add audio acces-
sories, power devices and carrying solutions. You can
customize your VL50 to meet your specific communica-
tion and comfort requirements.

Audio Accessories

56518 - Earpiece with Boom
Microphone 

56517 - Earpiece with Inline
Microphone and PTT 

BDN6774A - Earpiece with
Microphone

BDN6773A - Headset with Swivel
Boom Microphone

53815 - Lightweight Headset with
Boom Microphone 

HMN9051A - Remote Speaker
Microphone

HMN8435A - Earbud with PTT
Microphone

Carrying Accessories

HCLN4013B - Replacement Swivel
Belt Holster

56519 - Carrying Case with
Adjustable Strap

Chargers

56553 - Double-Unit Charger

56531 - Multi-Unit Charger

Batteries

56557 - Li-ion Rechargeable Battery

1564200W18 - AAA Battery Tray Kit 
56519

56518

Quick Channel Guide

1 464.5000 
2 464.5500 
3 467.7625 
4 467.8125 
5 467.8500 
6 467.8750 

17 462.7625 
18 462.7875 
19 462.8125 
20 462.8375 
21 462.8625 
22 462.8875 
23 462.9125 
24 464.4875 
25 461.0375 
26 461.0625 
27 461.0875 
28 461.1125 
29 461.1375 
30 461.1625 

7 467.9000 
8 467.9250 
9 462.5750 
10 462.6250 
11 462.6750 

31 461.1875 
32 461.2125 
33 461.2375 
34 461.2625 
35 461.2875 
36 461.3125 
37 461.3375 
38 461.3625 
39 462.7625 
40 462.7875 
41 462.8125 
42 462.8375 
43 462.8625 
44 462.8875 

12 464.3250 
13 464.8250 
14 469.2625 
15 469.5000 
16 469.5500 

45 462.9125 
46 464.4875 
47 464.5125 
48 464.5375 
49 464.5625 
50 466.0375 
51 466.0625 
52 466.0875 
53 466.1125 
54 466.1375 
55 466.1625 
56 466.1875 

The following display number and corresponding frequency are the

dual bandwidth (12.5/25kHz ) transmit options for VL50 radios.

The following display number and corresponding frequency are the

single bandwidth (12.5kHz ) transmit options for VL50 radios.

Cloning

Charging

Storage

Quickly copy 

the settings from

radio to radio

with the use of 

a CCS Station.

BDN6773A


